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DC-2300 — Adding a Watermark to the Printers Driver

A Watermark is an identifying image or pattern in an image that appears as various shades of
lightness/darkness when viewed by transmitted light (or when viewed by reflected light, atop a dark
background), caused by thickness or density variations in the image.

To add a Watermark so that it is printed when using the Dascom DC-3300, the watermark has to be a

monochrome bitmap file (with a resolution of 1016x656 pixels), can be added into the DC-3300 Driver and
here is how —

With an YMCKO Color Ribbon installed and after the Printer Driver displays that it recognizes the Ribbon

DASCOM DC-2300 med

Ribbon type synchronized successful,
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Open the DC-3300 Printer Driver Preferences -
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Card Size(S) Copies(C) 1056 x 661 Pixels
DASCOM R DT
DSCR80-Extra v 1 < e i
89.4 x 56.0 mm
Print Side
Ribbon Option

() Simplex(s) © Duplex(D)
Print to Back Side of Card

@ Detect printer’s Ribbon type every print job

Ribbon TypelR) (] The Back Image Print on Front Side of Card

("] 5plit 1 Set of Ribbon Panels
YMCKD

Orientation
O landscapell) () Portrait(P) [CLodk

Unit Setting Reset
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Click on the Card Front tab seen along the left side
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Print Capability

© color () Monochrome
Black data print method Y YMC
OKonl YMC and K M
u General Bk S @ o
Halftone Black Options  Image Setting
E Card Front
E Card Back ) )
Watermarks Setting Protected Area: Rotation
O Be used () Nat be used © Print and topcoat entire side of card [[Jrotate 180 deg

() Block printing and topcoat over this area:

E Advance Free

150 Magnetic Stripe Browse

Maintenance

Unit Setting Reset

oK Cancel Apply

On the Watermark Settings parameter, make sure the “Be Used” selection is bulleted and click on the
“Settings” button.

Watermarks Setting

01 Layer Setting
O Layer Area:  Full [
Printable Area Color:  Mormal ~
O Value: 210 (0-255)
Clear
Browse

Black iz coverable area, Size: 1016 x 656, Format: 1bit bmp,




Change the “O Layer Area” setting from Full to From Bitmap.

Watermarks Setting

01 Layer Setting

O Layer Area:

Printable Area Caolor:

0 Value:

Clear

Black is coverable area, Size: 1016 x 656, Format: 1bit bmp.

|- OK | Cancel

Select how the Watermark image will be laid out on the Overcoat layer, Normal being a “raised” look where
Invert is a “recessed” look on the Card. The O value determines how much intensity the watermark is. Then

click on the BROWSE button to locate the desired Watermark —

Watermarks Setting

01 Layer Setting

O Layer Area:  From Bitmap -

Printable Area Color:

Mormal

Ovalue: |Invert )

Clear

Browse ?__

O Layer File Path:

Black iz coverable area, Size: 1016 x 656, Format: 1bit bmp.

OK | Cancel




Select the Watermark you want to add then click OPEN —

i rl Card » Watermarks » Dascom » DC 2300
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If the Watermark Is the proper dimensions, it should be visible in the Preview Window. Click OK and now it’s
available to be printed onto the next card.

Watermarks Setting

01 Layer Setting
O Layer Area: From Bitmap -
Printable Area Color:  Mormal ~
0 Value: i (0-255)

O Layer File Path: Clear

Fr\Work'\Documents\Dascom \Printers\Card \Watermarks

Black is coverable area, Size: 1016 x 656, Format: 1bit bmp,

. Browse

OK Cancel




A Great feature to the DC-2300 Printer is two separate Watermarks can be applied if you’re printing dual-sided
Cards.

This can be accomplished by clicking on the Card (Back) tab and following the steps as above.

med Printing Preferences

Print Capability
DASCOM O color (C) Monochrome

Black data print method
K onk YMC and K YMC
General §9 K ixi S ) ie-mx o
Halftone Black Options | Image Setting
E Card Front
Card Back ) )
Watermarks Setting Protected Area: Rotation
©Be used O Not be used © Print and topcoat entire side of card [ rotate 130 deg
Advance () Block printing and topcoat over this area:
Setting

IS0 Magnetic Stripe Browse

Maintenance

Unit Setting Reset

OK Cancel Apply

Set the settings like above but browse to your second different Watermark and click Open then OK to use it -

Watermarks Setting

01 Layer Setting
O Lavyer Area: | From Bitmap
Printable Area Color:  Mormal -
0 Value: i {0-255)

Q Layer File Path: Clear

F:\Work\Documents\Dascom \Printers\Card\Watermarks
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Black is coverable area, Size: 1016 x 656, Format: 1bit bmp.

oK Cancel




Resulting in printing an output similar to this —

Front side -

Back Side -




